
Opterna High Performance Truly Fused 1x4 dual 
window couplers are specially designed and 
optimised for Fibre to the Home (FTTH) applications. 
Manufactured using state-of-the-art Fused Bi-conical 
Taper process (FBT), they exhibit uniform 
performance over entire optical spectrum from 1260 
to 1600nm with near zero excess loss. The epoxy-
free optical path provides good power handling 
capability. 

Opterna 1x4 fused couplers use highly reliable and 
specialized packaging technology, providing 
excellent thermal stability and long life. The advanced 
packing ensures very good stability under vibration 
and impact, making these splitters ideal for outdoor 
applications. Opterna tap couplers are available in 
most configuration with different package and 
connector types to cater most applications.

Features & Advantages
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Available various split ratios

All fiber technology (fused) 

Broadband performance

Extreme stability to thermal variations

Near Zero Excess Loss

Low Back Reflection

Low Polarization Dependant Loss

Compact Packaging

100% rigorous screening with rapid temperature 
cycling and testing

Variety of package and pigtail options – 2 or 3mm, 
900 or 600um, 250um bare fibre versions

Factory connectorized versions available

Custom Packaging available

Designed to comply GR-1209-CORE and 
GR-1221-CORE
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FTTX

Telecommunication Networks

CATV Networks

Fiber Optic Test & Sensing Equipment

Applications 

www.opterna.com

1x4 Fused Coupler
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