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IMPORTANT INSTRUCTIONS

When using fiber optic equipment, basic precautions should always be 
followed to reduce the risk of injury to persons, including the following:

Read and understand all instructions.

1.	 Follow all warning and instructions marked on the product.

2.	 Laser light can be visible or invisible and can cause serious eye 
injury.

a.	 	Do not look directly into the end of a fiber optic connector.

b.	 	Do not look directly into the end of a fiber optic adapter having a 
fiber optic connector.

3.	 Install dust caps or plugs onto unused fiber optic connectors or 
non-shuttered fiber optic adapters.

Use an optical power meter to verify active fibers as necessary.

SAVE THESE INSTRUCTIONS
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Contents of the Box

Mini TerminalTM

Sheet Metal Screw, Zinc Plated 
Steel, Pan Head No.6 X 11 /4 inch

AnchorX 4

X 4

Spool Handle (Optional)
Supplied only for spools with length greater 
than 50 feet of 12 Fiber or 200 feet of 1 or 2 
Fiber cable.
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Mini TerminalTM

Part Number Type Input Output Slack Storage Fiber

MINI-0-xxx-ML 12 Fiber 1 x 12-Fiber MPO Dual Splice Trays 80 feet (24 meters) Miniflex LSZH

MINI-0-xxx-MR 12 Fiber 1 x 12-Fiber MPO Dual Splice Trays 80 feet (24 meters) Miniflex Riser

MINI-0-xxx-P 12 Fiber 1 x 12-Fiber MPO Dual Splice Trays 80 feet (24 meters) Plenum

MINI-1-xxx-MLAPC 12 Port 1 x 12-Fiber MPO 12 Port SC/APC 80 feet (24 meters) Miniflex LSZH

MINI-1-xxx-MRAPC 12 Port 1 x 12-Fiber MPO 12 Port SC/APC 80 feet (24 meters) Miniflex Riser

MINI-1-xxx-PAPC 12 Port 1 x 12-Fiber MPO 12 Port SC/APC 80 feet (24 meters) Plenum

MINI-3-xxx-MLAPC 8 Port 1 x 8 Splitter 8x SC/APC 200 feet (61 meters) Miniflex LSZH

MINI-3-xxx-
MRAPC

8 Port 1 x 8 Splitter 8x SC/APC 200 feet (61 meters) Miniflex Riser

MINI-3-xxx-RAPC 8 Port 1 x 8 Splitter 8x SC/APC 200 feet (61 meters) Riser

MINI-3-xxx-PAPC 8 Port 1 x 8 Splitter 8x SC/APC 200 feet (61 meters) Plenum

MINI-4-xxx-MLAPC 8 Port 2x(1x4) Splitters 8x SC/APC 200 feet (61 meters) Miniflex LSZH

MINI-4-xxx-
MRAPC

8 Port 2x(1x4) Splitters 8x SC/APC 200 feet (61 meters) Miniflex Riser

MINI-4-xxx-RAPC 8 Port 2x(1x4) Splitters 8x SC/APC 200 feet (61 meters) Riser

MINI-4-xxx-PAPC 8 Port 2x(1x4) Splitters 8x SC/APC 200 feet (61 meters) Plenum

MINI-6-xxx-MLAPC 8 Port 2 x 8 Splitter 8x SC/APC 200 feet (61 meters) Miniflex LSZH

MINI-6-xxx-
MRAPC

8 Port 2 x 8 Splitter 8x SC/APC 200 feet (61 meters) Miniflex Riser

MINI-6-xxx-RAPC 8 Port 2 x 8 Splitter 8x SC/APC 200 feet (61 meters) Riser

MINI-6-xxx-PAPC 8 Port 2 x 8 Splitter 8x SC/APC 200 feet (61 meters) Plenum

Dimension :  7 x 7 x 3.5 inch

Part No Description Drawing No.

1 MIT-605-2-3 Cover MIT-605-2-3-B

2 MIT-605-2-2 Adaptor Plate MIT-605-2-2-B

3 MIT-605-2-1 Spool MIT-605-2-1-B

4 Pre-terminated cable

5 MIT-605-1 Wall Mount Base MIT-605-1-B

6 MIT-605-3-2 Adaptor Holder Lock SC MIT-605-3-2-B

7 SC/APC Adaptors

8 MIT-605-3-1 Adaptor Holder SC MIT-605-3-1-B

9 Fan-out Kit

10 MIT-605-5 Splitter Cassette Module Assembly MIT-605-5-B

11 ACX-PLA-074
ACX-PLA-075

Splice Cassette Assembly

12 MIT-605-4 Splice Holder MIT-605-4-B
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Mini TerminalTM

1 2

6

4

7 8 9

3 5

Mini Terminal with MTP Break-out option
1 2 3 4 5

10 Mini Terminal with 8-port splitter

1 2

11 12

3 54

Mini Terminal with Splice Option

Tools and Cleaning Materials:

1.	 Drill with 0.25-inch bit if planning to use wall 
anchors

2.	 No. 2 Phillips Screw Driver

3.	 Connector / Adapter Cleaning Tools and Supplies
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Open / Remove from Unit Carton / Pay out the Fiber Cable

1.1.	 Set the Unit Carton on a flat, open level 
surface (free of obstacles).

1.2.	 Open the lid flaps on top of the Unit Carton 
and remove the protective top cover.

1.3.	 Lift the Mini Terminal and its Cardboard 
Spool out of the Unit Carton.

1.6.	 Locate the end of the fiber cable on the 
Spool. Pay out the fiber cable and route 
the fiber cable along its pathway to a Fiber 
Collector (or Fiber Terminal). Hold the Spool 
Handle while the Spool rotates and pays out 
the fiber. Remove 100% of the fiber from the 
Spool.

1.4.	 Remove the plastic Spool Handle from its 
Unit Carton (packaged separately).

1.5.	 Attach the plastic Spool Handle to the 
bottom center of the Spool.

Fig. 1.1

Fig. 1.2

Fig. 1.3

Note:
Complete step 1.4 to 1.7 to pay out 
fiber from the cardboard spool.



Mini Terminal Installation Guide7

Document No. : 	 MIT-605-L-01
Version : 	 R2.0
Date: 	 01-JUL-2017

1.9.	  See page 14 for one-person fiber payout 
instructions

1.7.	 Remove the Mini Terminal from the Spool; 
recycle the cardboard Spool; set aside the 
plastic Spool Handle for future use.

1.8.	 Pay out additional fiber from the Mini 
Terminal Spool as needed:

a.	 Place the Mini Terminal on a flat surface

b.	 Pay out additional fiber from the Spool.

c.	 When finished, gently rotate and push 
the Spool onto the Base until it locks in 
the 3 o’clock, 6 o’clock, 9 o’clock or 12 
o’clock position.

Open / Remove from Unit Carton / Pay out the Fiber Cable

Fig. 1.4

Fig. 1.5

Fig. 1.6
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2.1.	 Identify the location for the Mini Terminal on 
any flat surface, or inside a metal or plastic 
enclosure.

2.5.	When finished gently rotate and push the 
spool onto the Base until it locks in the 3 O’ 
clock, 6 O’ clock, 9 O’ clock, or 12 O’ clock 
position.

2.2.	Mark the position of the four mounting 
holes found on the four corners of the Mini 
Terminal Base.

2.3.	Install the Mini Terminal onto the flat surface 
using self-tapping screws, drywall screws 
with anchors, or multi-purpose sheet metal 
screws.

2.4.	Reel in any excess fiber slack onto the Mini 
Terminal Spool.

WAL
L

WAL
L

Install the Mini TerminalTM

Fig. 2.1

Fig. 2.2

Note:
Orient the Mini Terminal Base so the 
small arrows above the mounting holes 
point up.
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3.2.	Position the Mini Terminal to accept the 
Fiber Drop Cables.

a.	 Rotate the Micro Terminal to a position 
to accept the Fiber Drop Cables.

b.	 Gently rotate and push the Spool onto 
the Base until it locks in the 3 o’clock, 6 
o’clock, 9 o’clock, or 12 o’clock position.

3.3.	Install the Fiber Drop Cables into the Mini 
Terminal:

i.	 For the MINI-0 (12F splice version):

a.	 	lift up both Splice Trays

Install the Fiber Drop Cables

Fig. 3.1

Fig. 3.3

Fig. 3.2

3.1.	 Open the Cover to the Mini Terminal using 
one (or both) of the small handles shown in 
Fig 3.1

Note:
The Cover can be removed by pressing 
on the Cover Release Lever and sliding 
the Cover off the Adapter Plate while 
the Cover is open; the Cover can be 
reinstalled by reversing this process. 
Refer Fig. 3.2, Fig. 3.3
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b.	 	press on the center spire to remove the 
Spool and the Adapter Plate with the 
Splice Trays from the Base

c.	 	relocate the Spool and the Adapter Plate 
with the Splice Trays to a nearby splice 
table to complete the fiber splices

e.	 	rewind any excess fiber slack onto the 
Mini Terminal Spool (see 3.2 above)

d.	 	when the fiber splicing is complete, 
reattach the Spool to the Base by sliding 
the Spool onto the center spire

CAUTION:  be careful not to pinch the fiber 
between the Spool and the Base during this 
step

Install the Fiber Drop Cables

Fig. 3.4

Fig. 3.5

Fig. 3.6
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ii.	 For the MINI-1 (12port version):

a.	 clean and connect up to twelve (12) 
SC Drop Cables to the Mini Terminal 
Adapters:

1.	 	(optional) lift open the SC Adapter 
Latches on top of the SC Adapter 
Holders (Fig. 3.8)

2.	 	(optional) remove the SC Adapters 
from the SC Adapter Holders

3.	 	(optional) connect the SC Drop 
Cables, one at a time, to the SC 
Adapters

4.	 (optional) install the SC Adapters into 
the SC Adapter Holders

5.	 (optional) close the SC Adapter 
Latches on top of the SC Adapter 
Holders

b.	 route and organize the SC Drop Cables 
in the appropriate channels of the 
Adapter Plate

c.	 Re-install the cover as shown in Fig. 3.2 
and Fig. 3.3.

Install the Fiber Drop Cables

Fig. 3.7

Fig. 3.9

Fig. 3.8

Note:
Remove the Cover (as shown in Fig 3.2 
and 3.3) to connect the SC Drop Cables 
and to route the fibers as necessary.
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iii.	For the MINI-3 or MINI-4 (8port version):

a.	 	clean and connect up to eight (8) 
SC Drop Cables to the Mini Terminal 
Adapters:

b.	 route and organize the SC Drop Cables 
in the appropriate channels of the 
Adapter Plate

3.7.	 (Optional) How to Remove / Install the 
Spool and Adapter Plate

i.	 For the MINI-0 (12F splice version): (see 
3.3.i above)

3.4.	Complete the Subscriber Table Information 
(located on the under-side of the Cover) for 
the Drop Cables installed

3.5.	Reattach the Cover (see 3.1 above) and/or 
close the Cover

3.6.	Verify that the Spool is locked into position 
on the base (see 3.2 above) in the 3 o’clock, 
6 o’clock, 9 o’clock, or 12 o’clock position

Install the Fiber Drop Cables

Fig. 3.10

Fig. 3.11
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ii.	 For the MINI-1 (12port version):

a.	 press on the center spire to remove the 
Spool and the Adapter Plate from the 
Base

b.	 reattach the Spool and the Adapter 
Plate to the Base by sliding the Spool 
onto the center spire

CAUTION:  be careful not to pinch the fiber 
between the Spool and the Base during this 
step

c.	 	rewind any excess fiber slack onto the 
Mini Terminal Spool (see 3.2 above)

iii.	For the MINI-3 or MINI-4 (8port version):

a.	 	remove the Splitter Cassette from the 
Adapter Plate to access the center spire

b.	 press on the center spire to remove the 
Spool and the Adapter Plate from the 
Base

c.	 	reattach the Splitter Cassette to the 
Adapter Plate

d.	 	reattach the Spool and the Adapter 
Plate to the Base by sliding the Spool 
onto the center spire

CAUTION:  be careful not to pinch the fiber 
between the Spool and the Base during this 
step

e.	 rewind any excess fiber slack onto the 
Mini Terminal Spool (see 3.2 above)

Install the Fiber Drop Cables

Fig. 3.12

Fig. 3.14

Fig. 3.13
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Alternate Method for Pay out of the Fiber Cable

4.1.	 Create a 1.5-inch (38mm) diameter hole in 
the Top Center of the Master Carton Box (as 
shown in Fig. 4.0)

4.2.	Insert the plastic Spool Handle into the 
1.5-inch (38mm) diameter hole in the Top 

4.4.	Attach the Mini Terminal and its Cardboard 
Spool onto the Spool Handle (as shown in 
Fig. 4.2).

4.5.	Pay out the fiber cable as instructed in 1.6.

Center of the Master Carton Box; place the 
Styrofoam padding in the bottom of the 
Master Carton Box to support the Spool 
Handle. (as shown in Fig Fig. 4.1).

4.3.	Close the Master Carton Box; ensure the 
Spool Handle is sticking out of the Top 
Center surface (as shown in Fig. 4.1).

Fig. 4.0

Fig. 4.1

Fig. 4.2






